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INTRODUCTION

DEVELOPMENT VISION

OTHER APPLICABLE DOCUMENTS

APPROVAL PROCESS

4.1 MINIMUM PERFORMANCE REQUIREMENTS

4.2 LANDCORP DESIGN ENDORSEMENT

4.3 CITY OF ROCKINGHAM

SUSTAINABILITY CRITERIA

5.1 ENERGY MANAGEMENT

5.2 WATER CONSERVATION

5.3 WASTE MINIMISATION/
CONSTRUCTION MANAGEMENT

5.4 PUBLIC SAFETY AND AMENITY

5.5 NOISE ATTENUATION

BUILDING FORM

6.1 LANDMARK LOCATIONS

6.2 ARTICULATION OF FACADES

6.3 GROUND FLOOR LEVELS

6.4 SECONDARY STREET ELEVATIONS

6.5 ROOF FORMS

6.6 GEOTECHNICAL CONDITIONS

BUILDING MATERIALS

7.1 ROOF MATERIALS

7.2 WALL MATERIALS

COLOUR

SERVICES

SECURITY AND LIGHTING

SIGNAGE

AWNINGS COVERING SIDEWALKS
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13.0 GLAZING
14.0 FENCING
15.0  SITE SPECIFIC CONSIDERATIONS
15.1 LOT 374: R100 MIXED USE
15.2 LOT 302: R100 MIXED USE
15.3 LOT 304: R100 MULTIPLE DWELLINGS
15.4 LOT 343, 373: R100 MULTIPLE DWELLINGS
15.5 LOT 337: R60 MULTIPLE/GROUPED DWELLINGS
15.6 LOT 326 - 334: R40 LANEWAY HOUSING
LOT 305 - 325, 338 - 346, 348 - 355: R60
LANEWAY HOUSING
15.7 LOT 360 - 371: R30 FRONT LOADED HOUSING

APPENDIX 1:
DESIGN GUIDELINES CHECKLIST: MANDATED CRITERIA
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ITEM | GUIDELINES CRITERIA DESCRIPTION DOCUMENTATION | CHECKED
CLAUSE
M26 14 FENCING
¢ Front Fencing shall be low or visually permeable as per the Building Plans/
Guidelines Specification
¢ Dividing fencing in front of the building line shall be low or visually
permeable as for a front fence.
¢ Asecondary street boundary shall be free of fencing or have a low or
visually permeable front fencing for the first 20% of the boundary from
the truncation. The balance of fencing shall feature painted/rendered
masonry to 2m max height and either painted/rendered masonry or
square topped timber palisades to 1.8m max height.
¢ Fencing materials not permitted to primary or secondary street
boundaries or dividing fences in front of the building line.
colorbond metal
corrugated fibre cement
brushwood
timberlap
M27 15 SITE SPECIFIC CONSIDERATIONS

¢ Development shall conform with parameters illustrated in the
Guidelines for the relevant lot typology and DAP where applicable.

Building Plans /
DAP’s
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design guidelines

ROCKINGHAM WATERFRONT VILLAGE

DOCUMENT CONTROL

Date Revision Issued Comment

18/03/05 Draft 6 LandCorp For review

20/12/05 Draft 7 LandCorp For review

10/03/06 Draft 8 LandCorp For review

14/03/06 Draft 9 Clifton Coney Group For use

16/03/06 Draft 10 Clifton Coney Group For use

25/01/07 Draft 11 for review / tree retention setback - not issued

07/02/07 Draft 12 Clifton Coney Group For use - Revision to quote 3.2, last line deleted
19/07/07 Draft 13 Coffey Projects for use - Revisions to 5.1, 5.1.1, 5.2, relating to BCA

energy and water rating provisions.
- Revisions to 15.3 max allowable height to
lot 304 increased from 4 storeys to 5 storeys.

31/08/07 Draft 14 Coffey Projects for use - Minor Revisions

22/01/08 Draft 15 Coffey Projects for use - Minor Revisions to page 22

11/02/08 Draft 16 Coffey Projects for use - Minor Revisions
Changed ‘Smythe Street’ To ‘Emma Street’

15/02/08 Draft 17 Coffey Projects for review/use - Lot 304 sales release revised sustainability,
endorsement process.

21/02/08 Draft 18 Coffey Projects for review/use - Lot 304 revised sales release.

21/02/08 Draft 19 Coffey Projects for review/use - Lot 304 revised sales release.

24/09/08 Draft 20 Coffey Projects/Landcorp for review/use- Lot 302 sales release.

02/06/10 Draft 21 Landcorp - Lot 304 revised to match IDP

Approval process updated.
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